
 

 

       ER3320 
Epoxy Casting Compound 

DESCRIPTION 
 
ER3320 is a room temperature cure epoxy potting and encapsulation compound.  The Shore D hardness of ER3320 
lends its use to include prototype mold making, potting and encapsulation for shock sensitive components, PC 
board protection and moisture proofing electronic assemblies.   ER3320 was formulated as a flame retardant 
system that flexible, tough and water resistant.  This product may contain fillers that may settle over time.  Product 
may need to be stirred before using.  Customer must determine suitability of product before using.   
 
TYPICAL PROPERTIES 
 
Part A:   

Color:      Black  
Viscosity (cps):     13,000 
Specific Gravity (g/cc):    1.4 

 
Part B:   

Color:      Amber 
Viscosity (CPS):     80 
Specific Gravity (g/cc)    0.99 

 
Mix Ratio:      100:10 by weight 
 
Gel Time (minutes):      50 
 
Shore D Hardness:     75 
 
Water Absorption [24 hrs] (%):    0.10 
 
Thermal Conductivity (W/mK):    0.418 
 
Dielectric Strength (volts/mil):    408 
 
Surface Resistivity (Ω):     1.25 x 10
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Volume Resistivity (Ω cm):     2.96 x 10
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Dielectric Constant [120 Hz]:    3.29 
 
Dissipation Factor [120 Hz]:    0.01302 
 
Shelf Life (months):     12 


